The Sophistication of Simplicity.

Modern Collection

- Multislide
- Casement/Awning Window
- Hinged Patio Door
- Bifold Door
- Sliding Patio Door
- Multi-Slide Door

Finishes

- Polished Nickel
- Polished Chrome
- Satin Nickel
- Matte Black

Available with factory-installed integrated security sensors.

(1) When selected as an option on Multi-Panel doors this hardware is only available on Bifold configurations with a passage door.

(2) When selected as an option on Multi-Panel doors this hardware will not allow lead panel to stack completely.

Because of printing and display limitations, actual colors may vary from those shown.
<table>
<thead>
<tr>
<th>Cross Section</th>
<th>Frame / Install</th>
<th>Wall Depth Range</th>
<th>Performance Range</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Awning Vent and Fixed</strong></td>
<td>Fold-out fin Block Frame EnduraClad Exterior Trim / Brickmould</td>
<td>Base Frame Depth: 5&quot; Std. Fin Setback: 1-5/16&quot; Base Wall Depth: 3-11/16&quot; Jamb extended wall depth: 3-11/16&quot; – 9-3/16&quot;</td>
<td>LC30 – LC50 U: 0.25 – 0.33 SHGC: 0.19 – 0.50 STC: up to 31</td>
</tr>
<tr>
<td><strong>Casement Vent and Fixed</strong></td>
<td>Fold-out fin Block Frame EnduraClad Exterior Trim / Brickmould</td>
<td>Base Frame Depth: 5&quot; Std. Fin Setback: 1-5/16&quot; Base Wall Depth: 3-11/16&quot; Jamb extended wall depth: 3-11/16&quot; – 9-3/16&quot;</td>
<td>LC30 – LC50 U: 0.25 – 0.33 SHGC: 0.19 – 0.50 STC: up to 31</td>
</tr>
<tr>
<td><strong>In-Swing Patio Door</strong></td>
<td>Fold-out fin Block Frame EnduraClad Exterior Trim / Brickmould</td>
<td>Base Frame Depth: 5-7/8&quot; Std. Fin Setback: 1-5/16&quot; Base Wall Depth: 4-9/16&quot; Extended wall depth: 4-9/16&quot; – 7-5/16&quot;</td>
<td>LC40 – LC55 U: 0.25 – 0.32 SHGC: 0.14 – 0.40 STC: up to 35</td>
</tr>
<tr>
<td><strong>Out-Swing Patio Door</strong></td>
<td>Fold-out fin Block Frame EnduraClad Exterior Trim / Brickmould</td>
<td>Base Frame Depth: 5-7/8&quot; Std. Fin Setback: 1-5/16&quot; Base Wall Depth: 4-9/16&quot; Jamb Extended wall depth: 4-9/16&quot; – 9-3/16&quot;</td>
<td>LC40 – LC70 U: 0.25 – 0.32 SHGC: 0.14 – 0.39 STC: up to 36</td>
</tr>
<tr>
<td><strong>Sliding Patio Door</strong></td>
<td>Fold-out fin Block Frame EnduraClad Exterior Trim / Brickmould</td>
<td>Base Frame Depth: 5-7/8&quot; Std. Fin Setback: 1-5/16&quot; Base Wall Depth: 4-9/16&quot; Jamb Extended wall depth: 4-9/16&quot; – 9-3/16&quot;</td>
<td>LC25 – LC70 U: 0.25 – 0.34 SHGC: 0.18 – 0.51 STC: up to 35</td>
</tr>
<tr>
<td><strong>Bifold Patio Door</strong></td>
<td>Contact your local Pella Sales representative or Pella Architectural Support for assistance and additional details.</td>
<td></td>
<td>Out-Swing standard sill: R15 – LC25 U: 0.26 – 0.44 SHGC: 0.13 – 0.45</td>
</tr>
<tr>
<td><strong>Multi-Slide Patio Door</strong></td>
<td>Contact your local Pella Sales representative or Pella Architectural Support for assistance and additional details.</td>
<td></td>
<td>1-1/2&quot; Weep Sill: R15 – LC25 Varies by Sill Type: U: 0.30 – 0.36 SHGC: 0.15 – 0.46</td>
</tr>
</tbody>
</table>

Performance ranges shown are for single-units and do not account for combinations (multiple units mull ed together). Drawings are not to scale.
Window Frame Dimensions

In-Swing Door Frame Dimensions

Out-Swing door frame dimensions

Finishes

Enduraclad® Protective Finish Standard Colors + Virtually Unlimited Custom Colors

Interior Prefinished Colors
Grilles

For custom grille sizes and pattern availability, contact your local Pella sales representative.

Integral Light Technology® Grilles

- Extruded aluminum grilles are adhered to the exterior face
- Wood grilles are adhered to the interior face
- Between-the-glass foam spacers, which are aligned with the interior and exterior grilles, replicate the appearance of true divided lights
- Custom grille patterns are available
- Typical grilles for Architect Series Contemporary are 7/8” wide square profile

Grille Profile

7/8”

5/8”, 7/8”, 1-1/4”, and 2” widths

Grilles-Between-the-Glass

- Permanent aluminum grilles are factory-installed inside the airspace of insulating glass
- White, Tan, Brown, Putty, Black, Morning Sky Gray, Ivory, Sand Dune, Harvest, Cordovan or Brickstone interior
- Exterior finish matches aluminum-cladding color
- Grilles are 3/4” wide
- Interior colors complement today’s most popular interior finishes; choose a color to coordinate with the window or door frame, or select a contrasting grille color for a one-of-a-kind look

Grille Profile

3/4”

Available Patterns

<table>
<thead>
<tr>
<th>Traditional</th>
<th>9-Lite Prairie</th>
<th>Top Row</th>
<th>Cross</th>
<th>Custom Equally Divided</th>
</tr>
</thead>
<tbody>
<tr>
<td><img src="image1" alt="Pattern" /></td>
<td><img src="image2" alt="Pattern" /></td>
<td><img src="image3" alt="Pattern" /></td>
<td><img src="image4" alt="Pattern" /></td>
<td><img src="image5" alt="Pattern" /></td>
</tr>
</tbody>
</table>

Pattern availability may vary depending on size of unit. Custom configurations are also available, for details contact your local Pella sales representative.

Screens

Vivid View® Screen

Provides the sharpest view and is available as an upgrade on Pella wood windows. Allows in 29% more light and is 21% more open to airflow compared to conventional screen. PVDF 21/17 mesh, 78% light transmissive.

InView™ Screen

Standard screen on Pella wood windows and patio doors. More transparent than conventional fiberglass, allows 14% more light and is 8% more open to airflow than conventional screen. Vinyl coated 18/18 mesh fiberglass, Complies with performance requirements of SMA 1201.

Conventional Screen

Standard on Rolscreen® retractable screens on patio doors. Black vinyl coated 18/14 mesh fiberglass, Complies with ASTM D 3656 and SMA 1201. Improved airflow is based on calculated screen cloth openness. Screen cloth transmittance was measured using an integrated sphere spectrophotometer.

(1) Appearance of exterior grille color may vary depending on the Low E insulating glass selection.
(2) Tan or Putty Interior GBG colors are available in single-tone (Tan/Tan or Putty/Putty).